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RESUME ABSTRACT

Par sui t e ds "a parution de l a publioati on
CEI-229 conce rnant les es sai s du revêtement
de protection : antlccrrosio-a des cAbles
d' tfnergle t l es v~rlfications meptionnèes on t
~t4 introduites auesi dans la nomencl at ure
dee essais pour la mis e en service et
la surveillance des liaisons \ ~lectriq\B!l

~ moyenne t ension. A haut e t ension ,les s s s Rls
en que st ion sont appliqués en Roumanie
depuis quelques~ déjA, en utili sent des
m6thodes et appareils du type POPIE.L'appli­
cation de ces mét hodes dans les conditions
spécifiques des c âbles souterrains ~ moyenne
tension a impos é des recherches partlctitlAres
sur l 'utilisation des appareils les plus a­
déquat s et de la mét hode de réflectomé trie la
plus .edaptée , Dans ce but, on a étudié deux

types de réflectro mètres, . l'un à impulsions de
tension br~ve8 et l ' autre à ondes r ectangu­
laires de courant.

Le rapport présepte l'expérience des auteur s
dans ce domaine et Il décrit aussi l e nouvel
apparei l destiné A l' essai et A l a d~fec t os­

copie du r evêtement isolant des câbles d' é­
nergi e .

Pollowi ng the issuance of the IEC .- 229 St an­
dard concern ing t e sts t or power cabl e ant ic~

rosive pr otec t i on coverings , th e respective
examinati ons have als o been i ntroduced with­
in t he medium vol t age electric line commis ­
sioning and prevent i on t est l ist . Under high
voltage, sllah tests hav e also been applied in

Romania f or Many years . For t h18 purp o. e
•

"POPIE" Met hode and equi pment have been œed
The 1mplementation of this methodology under
t he specifie conditions of medium voltags
Underground elect r i c lines ha. t r iggered off

performance ot certain s pec i al research stu­
dies on the utilisation of the most auitabl e
failure detection equipment and met hod.Under
t his background, two types of f ailure detec~

ors have been t ested, one ot them operatlng
on short current impulses, the other-on rec~

angular current eave a ,

The r eport out l i nes the authors ' exp erience
i n t he field and deacri be s a new equipment
f or power cable Insulating coveri ng testlng
and failure de tection.
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